


HUAN SIN COMPANY LIMITEDMICROSWITCH
EGS 微動開關

49.2

11.9

24.2

17.45±0.2

OP

PT
2.3 dia.

2.3SR *

* Stainless-steel plunger

9.2

4.36        dia.
+0.1

50.0-  

4.2
+0.075
-0.025

4.2          dia. hole
+0.075

520.0-  

Operating force
Release force
Pretravel

Movement Differential

OF
RF min.
PT max.
OT min.
MD  max.

Overtravel

Operating Position OP

2.45 to 3.43 N
1.12 N
0.4 mm

0.13 mm
0.05 mm

15.9 ± 0.4 mm

Operating 
Characteristics
Operating force

Pretravel

Movement Differential

OF

PT max.
OT min.
MD  max.

Overtravel

Operating Position OP

D2RV

14.4 ± 0.6 mm

Part No. Part Number
Set of
Set of
Switch

Switch

L-angle plate

L-angle plate

Heat insulation plate

①②③
④⑤③
①
②
③
④
⑤

EGS - V

EGS - AV

EGS - ANGLE
EGS - BOARD

V - 156 - 1A5 - T

V - 156 - 1A5 - T

PT

OP

2.8

5.4 15.9

(10)
2.8

1

27.8

3.1

dia. holes

22.2 ±0.1

20.2 ±0.25

 dia

10.3 ±0.1

A

10.3

2.8

R1.5

5.15

0.49 N 
{ 50 gf }
1.6 mm 
0.6 mm 
0.8 mm 

Model D2RV

Z-15G-B Operating 
Characteristics Z-15G-BModel 

EGS

+0.13
-0.03

3.1+0.13
-0.03

3.4 ±0.15

23.3 ±0.25

25.4 ±0.1

4.3

Order Example
TYPE
EGS
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